
 

LTZ-80-OBD-SCREEN 

Installation Instructions 
FOR 95+ 80 series Landcruiser and LX450’s 

 
 

Caution: Read through the entire instructions before starting the installation of this product. This product is 
designed with an easy installation in mind. However, this kit does involve some dash disassembly and 
mechanical skills. If you are uncertain of whether you can install this kit or not, bring the kit to an automotive 
mechanic for install. This product is to be used as a reference only and the readings are not to be relied upon 
for accuracy. Lutz Auto is not responsible for any miscalibration or issues resulting from incorrect readings. The 
inclinometer function should only be used as a novelty item and should not be used for deciding whether to 
attempt any off-road maneuvers. The readings from the inclinometer may or may not be accurate and should 
not be relied upon. Do not operate the unit while driving. Operating this Multigauge screen while driving could 
lead to accidents and serious injuries. As with all other vehicle gauges or instruments, this unit should be used 
and viewed only when safe to do so. The automobile driver’s attention should always be focused on safe driving. 

 

 
1. Start by removing your factory dash clock. The clock bezel can be difficult to 

remove. A flat plastic tool can be used to carefully pry evenly around the clock 

bezel to release the 5 clips that hold it in place. We start by pulling under the vent 

with our hands. 

 

2. Remove the 2 screws that hold the clock in place. Remove the clock, but keep the 

screws handy. 

 

 

 

 

 

 

 

 

3. Assemble your new OBDII multigauge clock replacement according to the 

exploded view to the right. Make sure to use left or right hand drive (LHD or 

RHD) side accordingly for your vehicle. 

 

 

 

 

 

 

4. Mount the newly assembled board using the factory screws to the factory 

bezel as shown in the photo to the right. Make sure to use the supplied 

black plastic washers as spacers to space the multi-gauge assembly from 

the bezel. Failing to do so will cause touch screen problems.  

 

 



 

LTZ-80-OBD-SCREEN 

Installation Instructions 
FOR 95+ 80 series Landcruiser and LX450’s 

 

 

5. You will need to center the screen with the screen lit up. The unit can be 

temporarily powered with a micro usb cable and charger. Otherwise, use the 

vehicle’s power by following the next step.  

 

IMPORTANT: To fully center the screen, you will likely need to file lightly 

on a plastic tab of the factory clock bezel. A small round file works best 

here. The location of the contact point that may need filing is shown on the 

right. 

 

 

 

 

 

6. Plug the factory clock connector onto the 4 spades labeled on the back of 

the circuit board stack. MAKE SURE THAT THE TAB IS FACING IN 

THE UPWARD DIRECTION WHEN CONNECTING. There are 

markings on the PCB to show the correct direction.  

 

 

 

 

 

7. Place the OBDII dongle into your OBDII port located above your in-cab fuse panel and use the operating 

instructions to test your board before clipping the bezel back into the dash. If you want to wire in any external 

gauges, now would be the time to do so. See the external gauge wiring instructions that come with the external 

gauge kits. 

 

8. IMPORTANT: We suggest removing the clock bezel as few times as possible, so make sure that you have 

everything done and tested before reinstalling the bezel. When ready, carefully work the bezel back into the dash. 

It is a tight fit, but it will fit. Make sure your ac vent lines up when installing. 

 

9. OPTIONAL: The OBDII dongle keeps the cover from going back over the fuses. To prevent this, you can easily 

relocate your factory OBDII port to under the dash. Just remove the 2 screws holding the factory connector in 

place and relocate as desired.  


